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ST-1700, the professional high-pressure spray gun  
with smaller external dimensions and better  
ergonomics for smaller professional users

Ideal for smaller hands: 
28 percent smaller than 

standard spray guns  
in this class

ST-1700 Professional ergonomic  
high pressure spray guns

With KW 
coupling: 
Easy change 
of lances and 
accessories.

Private label: 
Your logo on 
the label, or 
color change 
possible.

LFT - „Low Friction Trigger“ significantly reduces friction and 
wear and ensures a longer service life of the high-pressure gun,  

reduced trigger forces and a consistently low pressure drop 
throughout the entire service life.

360° rotatable 
thanks to  
ST-301  
swivel joint
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•	 Ergonomic handle with non-slip surface

•	� LFT - „Low Friction Trigger“ significantly reduces friction and 
wear and ensures a longer service life for the high-pressure  
gun, reduced trigger forces and a consistently low pressure 
drop throughout its service life.

•	 Optional: swivel at the inlet

•	 Private Label possible

•	 Max. 350 bar / 40 l/min / 150° C

Fixed: The gun 
can no longer 
be actuated 
with the trigger 
lock.

ST-1700
350 bar /5.000 psi

40 l/min 
150 °C

rear
optional
standard

-
-

standard
brass

brass, stainless steel
-

standard
optional

-
optional

Model:
Max. pressure
Max. flow
Max. temperature
Inlet
Swivel at inlet
Chemical resistance
Freeze stop version
Weep version
LTF technology
Material valve housing
Material valve
Food safe
One-piece valve kit
Quick coupling outlet
Progressive closing
Private label

Technical data



LFT LFT LFT
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ST-1700 Professional ergonomic  
high pressure spray guns
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ST-1700 Professional ergonomic high pressure spray guns

LFT - „Low Friction Trigger“ significantly 
reduces friction and wear and ensures a 

longer service life of the high-pressure gun,  
reduced trigger forces and a consistently 
low pressure drop throughout the entire 

service life.

new new new

Size comparison to ST-2200: ST-1700 with 
smaller external dimensions and better ergo-
nomics for smaller professional users.

Many color design options:
ST-1700 Click-in labels are available in all 
available Suttner colors and also as a private 
label with your logo.
Talk to us, we supply signs, half shells and 
stoppers according to your wishes.

Reduced dimensions and weight: About 
125 grams lighter and smaller for ergonomic 
working even with smaller hands.

OEM Hochdruckspritzpistolen

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Professionelle Pistole mit LFT Technik (Low Friction 
Trigger). Ergonomischer Griff mit rutschfester Ober-
flächenstruktur. Max. 350 bar / 40 l/min / 150 °C

Die R+M Nr. bezieht sich auf Pistolen ohne Schild.

R+M Nr. Ausgang Eingang
202 012 500 1/4" IG 3/8" IG

R+M Nr. Ausgang Eingang
202 012 505 1/4" IG 3/8" IG dreh.

R+M Nr. Ausgang Eingang
202 012 520 1/4" IG 3/8" AG

R+M Nr. Ausgang Eingang
202 012 535 1/4" IG M22 AG dreh.

R+M Nr. Ausgang Eingang
202 012 530 1/4" IG M22 AG

R+M Nr. Ausgang Eingang
202 012 550 Kupplung KW 3/8" IG

R+M Nr. Ausgang Eingang
202 012 555 Kupplung KW 3/8" IG dreh.

Professionelle Pistole mit LFT Technik (Low Friction Trigger). Pistole mit Verlängerung 360 mm und 
 Handverschraubung M22. Ergonomischer Griff mit rutschfester Oberflächenstruktur.  
Max. 350 bar / 40 l/min / 150 °C
R+M Nr. Ausgang Eingang
202 012 560 HV M22 3/8" AG

Professionelle Pistole mit LFT Technik (Low Friction Trigger). Pistole mit Verlängerung 360 mm und 
 Handverschraubung M22. Ergonomischer Griff mit rutschfester Oberflächenstruktur.  
Max. 350 bar / 40 l/min / 150 °C
R+M Nr. Ausgang Eingang
202 012 565 HV M22 M22 AG

4226 690 930 4225 740
white yellow  orange   green     grey

595 420 480 639 660
blue violet d.blue      red black

Design your own label!
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Professional spray gun with LFT technology (Low 
Friction Trigger). Ergonomic handle with non-slip 
surface structure. 
Max. 350 bar / 40 l/min / 150 °C

Professional spray gun with LFT technology (Low 
Friction Trigger). Ergonomic handle with non-slip 
surface structure. 
Max. 350 bar / 40 l/min / 150 °C

Professional spray gun with LFT technology (Low 
Friction Trigger). Ergonomic handle with non-slip 
surface structure. 
Max. 350 bar / 40 l/min / 150 °C

R+M Nr.	 	
201 700 500	 1/4" F	 3/8" F

R+M Nr.	 	
201 700 550	 1/4" F	 3/8" F swivel

R+M Nr.	 	
201 700 570	 coupling ST-3100	 3/8" F swivel

ST-1700

ST-1700

ST-2200

ST-2200


