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Car Wash

Ready for installation with three integrated swivels, professional high pressure hose with spring and integrated hose bend restrictors.  
Axle 2-ball bearings and permanently lubricated. Especially developed for 2 different application mediums 

Ceiling boom with ball bearing swivels. Maintenance-free. Connection with swivel

Ready for installation with two integrated swivels. Especially designed for using two booms side by side. Insulated high pressure hose

low pressure

high pressure

 » Modern visual effects
 » Visualisation of the wash cycles
 » Additional lighting for the wash bay
 » Stand out above competition
 » Delivery about 3 weeks 

The worlds first for the self-service car wash. The LED Boom can be synchronized with your wash 
cycle to visualize your wash program. The LED ceiling boom is not only an eye-catcher for self-
service car washes, but also provides additional lighting for the bay adding safety for your clients. 
This is product should be installed by a certified electrician.

Mosmatic standard with LED

Mosmatic car wash ceiling boom-Z with LED

Mosmatic double ceiling booms with LED

Mosmatic car wash ceiling booms with LED

R+M Nr.       LED/m IP code light intensity   
108 662 23 stainless steel 1,750 mm 275 bar 1/4" F 1/4" M 24 30 IP 66 120 lx 90° C 10.2 kg

R+M Nr.       LED/m IP code light intensity   
108 652 13 stainless steel 1,550 mm 275 bar 1/4" F 1/4" M 24 30 IP 66 120 lx 90° C 10.1 kg

R+M Nr.       LED/m IP code light intensity   
108 676 13 stainless steel 1,600 / 1,750 mm 275 bar 1/4" F 1/4" M 24 30 IP 66 120 lx 90° C 18.9 kg

LED-Controller

Controller, power supply, remote 
control, receiver with housing. For 
max. 2 booms

R+M Nr.
108 659 75


