um cleaner

Cartridge filter allocation for cleaning devices

Manufacturer TYP device absolute filter micro filter filter screen
THOMAS wet/dry vacuum cleaner Multivac Studio 1030 E 268 269 100
THOMAS wet/dry vacuum cleaner Multivac Studio 1035 268 269 100
THOMAS wet/dry vacuum cleaner Multivac Studio 1235 268 269 100
THOMAS wet/dry vacuum cleaner Power Boy 1218 268 269 100
THOMAS wet/dry vacuum cleaner Power Edition 1530 268 269 100
THOMAS wet/dry vacuum cleaner Silverstar 1220; 1235 268 269 100
THOMAS wet/dry vacuum cleaner Studio 1030 268 269 100
THOMAS wet/dry vacuum cleaner Super 30 268 269 100
THOMAS wet/dry vacuum cleaner Super 30R 268 269 100
THOMAS wet/dry vacuum cleaner Super30S 268 269 100
THOMAS wet/dry vacuum cleaner Syntho 268 269 100
THOMAS wet/dry vacuum cleaner Twin 268 269 100
THOMAS wet/dry vacuum cleaner Vario 20 268 269 100
THOMAS wet/dry vacuum cleaner Vario20 S 268 269 100
TOP-CRAFT wet/dry vacuum cleaner NT 0506; NT 0507; NT 0609 268 269 300

Vacuum motors

Applies to all wet and dry motors
» 2-ball bearings

» Double insulation

» Insulation class "B"
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1 stage with waste air pipe & base. Voltage: 24 V.
Cable pre-installed

1 stage. 230V /50 Hz. R+M Nr. TYP
Cable type 3 enclosed 262037 131 119.652-29 370 166 52 144

R+M Nr. TYP 262037 132 universal 370 152 52 144

262 101 069200001 1,000 144 45 144 1 262 037 132 006 universal 370 152 52 144

‘g(.‘

1 stage. 230V / 50 Hz. 1 stage with waste air pipe and base.
Cable pre-installed 230V /50 Hz. Cable type 3 enclosed

R+M Nr. TYP R+M Nr. TYP

262 110 004 universal 1,100 142 46 144 1 262090 131 069400001 1,000 147 49 144

262 110004 006 universal 1,100 142 46 144 6

Symbols W) watt [1]height (TT] turbine height (@) diameter [TYP]type (VPE)Verpackungseinheit




